
Referenčna oznaka  Naslov 
EN 50310:2016/prA1 Telecommunications bonding networks for buildings and other structures 
prEN 50600-4-7 Information technology - Data centre facilities and infrastructures - Part 4-7: Cooling Efficiency Ratio 

EN 61000-4-25:2002/prA2 
1 Amendment 2: Electromagnetic compatibility (EMC) - Part 4-25: Testing and measurement techniques - HEMP 
immunity test methods for equipment and systems 

prEN IEC 62862-3-1 
Solar thermal electric plants - Part 3-1: General requirements for the design of parabolic trough solar thermal electric 
plants  

prEN IEC 60034-33 
Rotating electrical machines - Part 33: Specific technical requirements for synchronous hydrogenerators including 
motor-generators  

EN 61058-1-2:2016/prAC Switches for appliances - Part 1-2: Requirements for electronic switches 
prEN IEC 60068-2-11 Basic environmental testing procedures - Part 2-11: Tests - Test Ka: Salt mist 

prEN IEC 62321-3-2 
Determination of certain substances in electrotechnical products - Part 3-2: Screening of fluorine, bromine and chlorine 
in polymer and electronics by Combustion-Ion Chromatography (C-IC) 

prEN IEC 61788-23 Superconductivity - Part 23: Residual resistance ratio measurement - Residual resistance ratio of Nb superconductors 

prEN IEC 61755-3-2 

Fibre optic interconnecting devices and passive components – Connector optical interfaces – Part 3-1: Connection 
parameters for 1,25 mm and 2,5 mm diameter cylindrical full zirconia angled PC ferrules, core location variant 1, non-
dispersion shifted single mode fibres 

prEN IEC 60891 Photovoltaic devices - Procedures for temperature and irradiance corrections to measured I-V characteristics 
EN 60529:1991/A2:2013/prAC Degrees of protection provided by enclosures (IP Code) 

prEN IEC 60839-11-5 
Alarm and electronic security systems - Part 11-5: Electronic access control systems - Open Supervised Device 
Protocol (OSDP) 

prEN IEC 60674-3-1 
Plastic films for electrical purposes - Part 3: Specifications for individual materials - Sheet 1: Biaxially oriented 
polypropylene (PP) film for capacitors 

prEN IEC 62990-3 
Workplace atmospheres – Part 3: Gas detectors - Electrical apparatus for the detection and measurement of oxygen - 
Performance requirements and test methods  

prEN IEC 60794-6-30 Optical Fibre Cables - Part 6-30: Indoor-Outdoor cables - Family specification for Weatherized Indoor cables   
prEN IEC 60086-5 Primary batteries - Part 5: Safety of batteries with aqueous electrolyte 

prEN IEC 60839-11-33 
Alarm and electronic security systems - Part 11-33: Electronic access control systems - Access control configuration for 
IP Interoperability based on web services  

prEN IEC 62862-4-1 Solar thermal electric plants – Part 4-1: General requirements for the design of solar tower plants 
prEN IEC 60076-22-5 Power transformers - Part 22-5: Power transformer and reactor fittings - Pumps  
prEN IEC 60794-6-10 Optical Fibre Cables - Part 6-10: Indoor-Outdoor cables - Family specification for a Universal Indoor-Outdoor cable   
prEN IEC 62083 Medical electrical equipment - Requirements for the safety of radiotherapy treatment planning systems 
prEN IEC 61936-1 Power installations exceeding 1 kV AC and 1,5 kV DC - Part 1: AC 

prEN IEC 62196-6 

Plugs, socket-outlets, vehicle connectors and vehicle inlets – Conductive charging of electric vehicles – Part 6: 
Dimensional compatibility requirements for DC pin and contact-tube vehicle couplers for DC EV supply equipment 
where protection relies on electrical separation 



EN 62262:2002/prA1 Degrees of protection provided by enclosures for electrical equipment against external mechanical impacts (IK code) 

prEN 50411-2-2 
Fibre management systems and protective housings to be used in optical fibre communication systems - Product 
specifications - Part 2-2: Sealed pan fibre splice closures Type 1, for category S & A 

prEN IEC 61169-65 
Radio-Frequency-Connectors, Part 65: Sectional specification for RF coaxial connectors with 1,35mm inner diameter of 
outer conductor, with screw coupling, 50 Ohm characteristic impedance, for use up to 90 GHz. 

prEN 50411-2-9 
Fibre management systems and protective housings to be used in optical fibre communication systems - Product 
specifications - Part 2-9: Non-sealed closures for air blown fibre microduct cable, for category S & A 

prEN 50411-3-1 
Fibre management systems and protective housings to be used in optical fibre communication systems - Product 
specifications - Part 3-1: Fibre management system, splice wall box, for category C & G 

prEN 50411-3-2 
Fibre management systems and protective housings to be used in optical fibre communication systems - Product 
specifications - Part 3-2: Single mode mechanical fibre splice 

prEN 50411-3-6 
Fibre organisers and closures to be used in optical fibre communication systems - Product specifications - Part 3-6: 
Multimode mechanical fibre splice for use in an outdoor protected environment (Cat U) 

prEN 50411-3-9 

Fibre management systems and protective housings to be used in optical fibre communication systems - Product 
specifications - Part 3-9: Fibre management system, terminal equipment box type 2 for a multi-dwelling unit - category 
C 

prEN 50411-6-1 
Fibre management systems and protective housings to be used in optical fibre communication systems - Product 
specifications - Part 6-1: Unprotected microduct for category S and A 

prEN IEC 60695-7-2 Fire hazard testing - Part 7-2: Toxicity of fire effluent - Summary and relevance of test methods 

prEN IEC 61755-3-1 

Fibre optic interconnecting devices and passive components – Connector optical interfaces – Part 3-1: Connection 
parameters for 1,25 mm and 2,5 mm diameter cylindrical full zirconia PC ferrules, core location variant 1, non-
dispersion shifted single mode fibres 

EN IEC 62933-2-1:2018/prAC Electrical energy storage (EES) systems - Part 2-1: Unit parameters and testing methods - General specification 

EN IEC 61162-460:2018/prA1 
Maritime navigation and radiocommunication equipment and systems - Digital interfaces - Part 460: Multiple talkers and 
multiple listeners - Ethernet interconnection - Safety and security 

prEN IEC 62496-2-61 Optical circuit boards - Part 2-61: Test methods - Flexibility for flexible optic-electric circuits 
prEN IEC 61375-2-8 Electronic railway equipment - Train communication network (TCN) - Part 2-8: TCN conformance test 
prEN 50600-4-6 Information technology - Data centre facilities and infrastructures - Part 4-6: Energy Reuse Factor 

CLC IEC/prTR 61511-0 
Functional safety - safety instrumented systems for the process industry sector - Part 0: Functional safety for the 
process industry and IEC 61511 

prEN IEC 60794-6 Optical Fibre Cables Part 6: Indoor-Outdoor cables - Sectional specification for Indoor-Outdoor cables 
prEN IEC 60079-26 Explosive atmospheres – Part 26: Equipment with separation elements or combined Levels of Protection 
prEN IEC 60794-6-20 Optical Fibre Cables - Part 6-20: Indoor-Outdoor cables - Family specification for Flame Retardant Outdoor cables   
EN 61534-1:2011/prA2 Powertrack systems - Part 1: General requirements 
prEN IEC 60802 Time-sensitive networking profile for industrial automation 
EN IEC 60900:2018/prAC Live working - Hand tools for use up to 1 000 V AC and 1 500 V DC 
EN 61058-1-1:2016/prAC  Switches for appliances - Part 1-1: Requirements for mechanical switches 



 

EN 50401:2017/prA1 
Product standard to demonstrate the compliance of base station equipment with radiofrequency electromagnetic field 
exposure limits (110 MHz - 100 GHz), when put into service 

prEN 50377-14-1 

Connector sets and interconnect components to be used in optical fibre communication systems - product 
specifications - Part 14-1: Simplex and duplex cords made from simplex plugs with cylindrical ferrules, using EN 60793-
2-50 single mode B1 or B6 fibre for Category C according to EN 61753-1 

prEN IEC 60598-2-23 Luminaires - Part 2: Particular requirements - Section 23: Extra low voltage lighting systems for filament lamps 

prEN IEC 60721-3-0 
Classification of environmental conditions. Part 3: Classification of groups of environmental parameters and their 
severities. Introduction 

prEN IEC 60904-1 Photovoltaic devices - Part 1: Measurement of photovoltaic current-voltage characteristics 
prEN IEC 60068-2-13 Environmental testing  – Part 2-13: Tests – Test M: Low air pressure    

prEN IEC 63203-406-1 
Wearable electronic devices and technologies - Part 406-1: Test methods of wrist worn wearable electronic devices for 
measuring skin contact temperature 

prEN IEC 61169-66 

Radio-Frequency-Connectors, Part 66: Sectional specification for RF coaxial connectors with 5mm inner diameter of 
outer conductor, with screw- and snap-on coupling, 50 Ohm characteristic impedance, for use up to 6 GHz. - Type 2,2-
5 

EN 62351-3:2014/prA2 
Power systems management and associated information exchange - Data and communications security - Part 3: 
Communication network and system security - Profiles including TCP/IP 


