Oznaka

Naslov

EN 16942:2016/prA1

Fuels - Identification of vehicle compatibility - Graphical expression for consumer information

prEN ISO 21329 rev

Petroleum and natural gas industries - Pipeline transportation systems - Test procedures for mechanical connectors

prEN ISO 27509 rev

Petroleum and natural gas industries - Compact flanged connections with IX seal ring

EN ISO 15223-1:2016/prA

Medical devices - Symbols to be used with medical device labels, labelling and information to be supplied - Part 1: General requirements

prCEN ISO/TS 12747 rev

Petroleum and natural gas industries - Pipeline transportation systems - Recommended practice for pipeline life extension

prEN ISO 9220 rev

Metallic coatings - Measurement of coating thickness - Scanning electron microscope method

prEN ISO 3613 rev

Metallic and other inorganic coatings - Chromate conversion coatings on zinc, cadmium, aluminium-zinc alloys and zinc-aluminium alloys - Test methods
ISO NP 23856 Plastics piping systems for pressure and non-pressure water supply, drainage or sewerage -- Glass reinforced thermosetting plastics (GRP) systems based
on unsaturated polyester (UP) resin

prEN ISO 23856
EN 1069-1:2017+A1:2019
EN 717:2014+A2:2018/prA3

Water slides - Part 1: Safety requirements and test methods

EN 15180:2014/prA1

Food processing machinery - Food depositors - Safety and hygiene requirements

EN ISO 13485:2016/prA
prEN ISO 15493

Medical devices - Quality management systems - Requirements for regulatory purposes
Plastics piping systems for industrial applications — Acrylonitrile-butadiene-styrene (ABS), unplasticized poly(vinyl chloride) (PVC-U) and chlorinated poly(vinyl chloride)
(PVC-C) — Specifications for components and the system - Metric series (ISO 15493:2003)

prEN ISO 21857

Petroleum, petrochemical and natural gas industries. —Prevention of corrosion on pipeline systems influenced by stray currents

prEN 14545 rev

Timber structures - Connectors - Requirements

EN 13108-9:2016/prA1

Bituminous mixtures - Material specifications - Part 9: Asphalt for Ultra-Thin Layer (AUTL)

EN 13108-2:2016/prA1

Bituminous mixtures - Material specifications - Part 2: Asphalt Concrete for Very Thin Layers (BBTM)

EN 13108-1:2016/prA1

Bituminous mixtures - Material specifications - Part 1: Asphalt Concrete

prEN 3077

Aerospace Series - Clamps worm drive - Technical specification

prEN 4888

Aerospace Series - Aircraft seats - Reliability testing

prEN ISO 12006-2

ISO 12006-2: 2015 Building construction — Organization of information about construction works — Part 2: Framework for classification as EN

prEN 3792

Aerospace series - Anaerobic polymerisable compounds - Technical specification

EN 13108-3:2016/prA1

Bituminous mixtures - Material specifications - Part 3: Soft Asphalt
Energy performance of buildings - Ventilation for buildings - Part 5-1: Calculation methods for energy requirements of ventilation and air conditioning systems
(Modules M5-6, M5-8, M6-5, M6-8, M7-5, M7-8) - Method 1: Distribution and generation
Aerospace series - Cable outlet accessories for circular and rectangular electrical and optical connectors - Part 062: Cable outlet, style K, 90°, for heat shrinkable boot,
shielded, sealed, self locking - Product standard
Textiles -- Determination of the recovery from creasing of a folded specimen of fabric by measuring the angle of recovery -- Part 1: Method of the horizontally folded
specimen

EN 16798-5-1:2017/prA1
prEN 3660-062 rev
prEN ISO 2313-1

Safety of toys - Part 7: Finger paints - Requirements and test methods

prEN ISO 2313-2

Textiles -- Determination of the recovery from creasing of a folded specimen of fabric by measuring the angle of recovery -- Part 2: Method of the vertically folded
specimen

prEN ISO 6450

Rubber- or plastics-coated fabrics -- Determination of resistance to liquids

prEN ISO 1833-25 rev

Textiles - Quantitative chemical analysis - Part 25: Mixtures of polyester and certain other fibres (method using trichloroacetic acid and chloroform)

EN 13108-6:2016/prA1

Bituminous mixtures - Material specifications - Part 6: Mastic Asphalt

prEN ISO 28927-1 rev

Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 1: Angle and vertical grinders

prEN ISO 683-3 rev

Heat-treatable steels, alloy steels and free-cutting steels - Part 3: Case-hardening steels

prEN 13445-2 rev

Unfired pressure vessels - Part 2: Materials

prEN 12504-2 rev

Testing concrete in structures - Part 2: Non-destructive testing - Determination of rebound number

prEN 1332-3 rev

Identification card systems - User Interface — Part 3: Key pads

prEN ISO 13160 rev

Water quality - Strontium 90 and strontium 89 - Test methods using liquid scintillation counting or proportional counting

prEN 12504-4 rev

Testing concrete in structures - Part 4: Determination of ultrasonic pulse velocity

EN 13108-7:2016/prA1

Bituminous mixtures - Material specifications - Part 7: Porous Asphalt

prEN ISO 23674

Cosmetics - Analytical Methods - Determination of mercury in cosmetics by integrated mercury analytical systems

EN 13384-2:2015+A1

Chimneys - Thermal and fluid dynamic calculation methods - Part 2: Chimneys serving more than one heating appliance

prEN 12778 rev

Cookware - Pressure cookers for domestic use

prEN 115-2 rev

Safety of escalators and moving walks - Part 2: Rules for the improvement of safety of existing escalators and moving walks

prEN ISO 18246 rev

Electrically propelled mopeds and motorcycles - Safety requirements for conductive connection to an external electric power supply

prEN ISO 14644-17

Cleanrooms and associated controlled environments -- Part 17: Particle deposition rate applications

EN 13766:2018/prA1

Thermoplastic multi-layer (non-vulcanized) hoses and hose assemblies for the transfer of liquid petroleum gas and liquefied natural gas - Specification

prEN 14854 rev

Aerosol containers - Glass containers - Dimensions of the neck finish

prEN 4649 rev

Aerospace series - Handheld fire extinguishers with synthesis gases, for aircraft use - Technical specification and qualification conditions

EN 13384-1:2015+A1

Chimneys - Thermal and fluid dynamic calculation methods - Part 1: Chimneys serving one heating appliance

prEN ISO 14922 rev

Thermal spraying - Quality requirements for manufacturers of thermal sprayed coatings - Quality assurance system

prEN ISO 3691-1 rev

Industrial trucks - Safety requirements and verification - Part 1: Self-propelled industrial trucks, other than driverless trucks, variable-reach trucks and burden-carrier trucks

EN 13108-4:2016/prA1

prEN ISO 21809-2 rev

Bituminous mixtures - Material specifications - Part 4: Hot Rolled Asphalt
Geotechnical investigation and testing - Geotechnical monitoring by field instrumentation - Part 3: Measurement of displacements across a line: Inclinometers –
Amendment 1
Petroleum and natural gas industries - External coatings for buried or submerged pipelines used in pipeline transportation systems - Part 2: Single layer fusion-bonded
epoxy coatings

prEN 12390-13 rev

Testing hardened concrete - Part 13: Determination of secant modulus of elasticity in compression

EN ISO 18674-3:2017/prA1

EN 13108-5:2016/prA1
prEN ISO 80601-2-70

Bituminous mixtures - Material specifications - Part 5: Stone Mastic Asphalt
Medical Electrical Equipment - Part 2-70: Particular requirements for basic safety and essential performance of sleep apneoa breathing therapy equipment
(ISO/DIS 80601-2-70:2013)

prEN 13834 rev

Cookware - Ovenware for use in traditional domestic ovens

prEN ISO 23675

Cosmetics - Sun protection test Methods - In Vitro determination of Sun Protection Factor

prEN 13445-10 rev

Unfired pressure vessels - Part 10: Additional requirements for pressure vessels of nickel and nickel alloys

prEN 13445-5 rev

Unfired pressure vessels - Part 5: Inspection and testing

EN 13445-4:2014/prA3

Unfired pressure vessels - Part 4: Fabrication

prEN 13445-4 rev

Unfired pressure vessels - Part 4: Fabrication

prEN 13445-3 rev

Unfired pressure vessels - Part 3: Design

prEN 13445-1 rev

Unfired pressure vessels - Part 1: General

prEN 14031 rev

Workplace exposure - Determination of airborne endotoxins (Revision of EN 14031:2003)

prEN 13445-8 rev

Unfired pressure vessels - Part 8: Additional requirements for pressure vessels of aluminium and aluminium alloys

prEN 13445-6 rev

Unfired pressure vessels - Part 6: Requirements for the design and fabrication of pressure vessels and pressure parts constructed from spheroidal graphite cast iron

