
Oznaka Naslov 

prEN ISO 2560 rev Welding consumables - Covered electrodes for manual metal arc welding of non-alloy and fine grain steels - Classification 

prEN 257 rev Mechanical thermostats for gas-burning appliances 

prEN ISO 7010 rev Graphical symbols - Safety colours and safety signs - Registered safety signs 

prEN 13032-3 rev Light and lighting - Measurement and presentation of photometric data of lamps and luminaires - Part 3: Presentation of data for emergency lighting of workplaces 

prEN ISO 898-2 rev Mechanical properties of fasteners made of carbon steel and alloy steel - Part 2: Nuts with specified property classes - Coarse thread and fine pitch thread 

prEN 12158-1 rev Builders' hoists for goods - Part 1: Hoists with accessible platforms 

prEN 16304 rev Automatic vent valves for gas burners and gas burning appliances 

EN 12697-25:2016/prA1 Bituminous mixtures - Test methods - Part 25: Cyclic compression test 

prEN 17461 Gymnastic equipment - Individual and multifunctional vaulting boxes - Safety requirements and test methods 

EN 1366-12:2014+A1:2019 Fire resistance tests for service installations - Part 12: Non-mechanical fire barrier for ventilation ductwork 

prEN ISO 15537 rev Principles for selecting and using test persons for testing anthropometric aspects of industrial products and designs 

EN 16282-3:2016/prA1 Equipment for commercial kitchens - Components for ventilation in commercial kitchens - Part 3: Kitchen ventilation ceilings; design and safety requirements 

prEN ISO 24034 rev Welding consumables - Solid wire electrodes, solid wires and rods for fusion welding of titanium and titanium alloys - Classification 

EN 16282-7:2017/prA1 Equipment for commercial kitchens - Components for ventilation in commercial kitchens - Part 7: Installation and use of fixed fire suppression systems 

prEN ISO 15663 rev Petroleum and natural gas industries - Life cycle costing 

prEN ISO 80369-7 rev Small-bore connectors for liquids and gases in healthcare applications - Part 7: Connectors with 6 % (Luer) taper for intravascular or hypodermic applications 

prEN ISO 16486-2 Plastics piping systems for the supply of gaseous fuels - Unplasticized polyamide (PA-U) piping systems with fusion jointing and mechanical jointing -- Part 2: Pipes 

prEN ISO 15792-2 rev Welding consumables - Test methods - Part 2: Preparation of single-run and two-run technique test specimens in steel 

prEN 15780 rev Ventilation for buildings - Ductwork - Cleanliness of ventilation systems 

prEN 13600 rev Copper and copper alloys - Seamless copper tubes for electrical purposes 

prEN ISO 15792-1 rev Welding consumables - Test methods - Part 1: Test methods for all-weld metal test specimens in steel, nickel and nickel alloys 

prEN ISO 16486-1 Plastics piping systems for the supply of gaseous fuels - Unplasticized polyamide (PA-U) piping systems with fusion jointing and mechanical jointing -- Part 1: General 

prEN ISO 11161 rev Safety of machinery - Integration of machinery into a system - Basic requirements 

prEN 1106 rev Manually operated taps for gas burning appliances 

prEN ISO/ASTM 52917 Additive manufacturing -- Round Robin Testing -- Guidance for conducting Round Robin studies 

prEN 1997-1 rev Eurocode 7: Geotechnical design  - Part 1: General rules 

prEN 161 rev Automatic shut-off valves for gas burners and gas appliances 

prEN 13000 rev Cranes - Mobile cranes 

FprCEN ISO/TS 80004-6 Nanotechnologies - Vocabulary - Part 6: Nano-object characterization (ISO/DTS 80004-6:2019) 



prCEN/TS 115-4 rev Safety of escalators and moving walks - Part 4: Interpretations related to EN 115 family of standards 

prEN ISO/ASTM 52916 Additive manufacturing -- Data formats -- Standard specification for optimized medical image data 

EN 14901-1:2014+A1 
Ductile iron pipes, fittings and accessories - Requirements and test methods for organic coatings of ductile iron fittings and accessories - Part 1:  Epoxy coating  
(heavy duty) 

prEN ISO 5167-4 rev Measurement of fluid flow by means of pressure differential devices inserted in circular cross-section conduits running full - Part 4: Venturi tubes 

prEN ISO 30023 rev Textiles - Qualification symbols for labelling workwear to be industrially laundered 

prEN 88-1 rev Pressure regulators and associated safety devices for gas appliances - Part 1: Pressure regulators for inlet pressures up to and including 50 kPa 

prEN 13238 rev Reaction to fire tests for building products - Conditioning procedures and general rules for selection of substrates 

prEN 1366-10 rev Fire resistance tests for service installations - Part 10: Smoke control dampers 

prEN 1997-3 Eurocode 7: Geotechnical design - Part 3: Geotechnical structures 

prEN ISO/ASTM 52932 Additive manufacturing -- Test method for determination of particle emission rates from desktop 3D printer-Material extrusion 

prEN 88-2 rev Pressure regulators and associated safety devices for gas appliances - Part  2:  Pressure regulators for inlet pressures above 500 mbar up to and including 5 bar 

EN ISO 6346:1995/prA4 Freight containers - Coding, identification and marking - Amendment 4: ISO 6346 - Freight containers - Coding, identification and marking - Amendment 4 

prEN 1997-2 rev Eurocode 7 - Geotechnical design - Part 2: Ground investigation 

prEN 125 rev Flame supervision devices for gas burning appliances - Thermoelectric flame supervision devices 

prEN ISO 5167-1 rev Measurement of fluid flow by means of pressure differential devices inserted in circular cross-section conduits running full - Part 1: General principles and requirements 

prEN 88-3 
Safety and control devices for gas burners and gas burning appliances — Pressure and/or flow rate regulators for inlet pressures up to and including 500 kPa, electronic 
types 

prEN ISO 5167-2 rev Measurement of fluid flow by means of pressure differential devices inserted in circular cross-section conduits running full - Part 2: Orifice plates 

prEN ISO 16486-3 Plastics piping systems for the supply of gaseous fuels - Unplasticized polyamide (PA-U) piping systems with fusion jointing and mechanical jointing -- Part 3: Fittings 

prEN ISO 10390 Soil quality -- Determination of pH 

prEN ISO 14341 rev Welding consumables - Wire electrodes and weld deposits for gas shielded metal arc welding of non alloy and fine grain steels - Classification 
 


