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prEN ISO 20789 Anaesthetic and respiratory equipment - Passive humidifiers 

prEN ISO/ASTM 52908 Additive manufacturing - Post-processing methods - Standard specification for quality assurance and post processing of powder bed fusion metallic parts 

EN 14423:2013+A2 Clamp type coupling assemblies for use with steam hoses rated for pressures up to 18 bar 

prEN ISO 638-1 Paper, board and pulps - Dry Matter content - Part 1: Materials in solid form 

prEN ISO 16283-2 rev Acoustics - Field measurement of sound insulation in buildings and of building elements - Part 2: Impact sound insulation 

prEN ISO 13715 Technical product documentation - Edges of undefined shape - Indication and dimensioning 

prEN 13523-6 rev Coil coated metals - Test methods - Part 6: Adhesion after indentation (cupping test) 

prEN ISO 717-1 rev Acoustics - Rating of sound insulation in buildings and of building elements - Part 1: Airborne sound insulation 

prEN 1273 rev Child care articles - Baby walking frames - Safety requirements and test methods 

prEN 12312-1 rev Aircraft ground support equipment - Specific requirements - Part 1: Passenger stairs 
EN ISO 80601-2-

13:2012/prA1 Medical electrical equipment - Part 2-13: Particular requirements for basic safety and essential performance of an anaesthetic workstation 

prEN ISO 15213-2 Microbiology of the food chain - Horizontal method for the detection and enumeration of Clostridium spp. - Part 2: Enumeration of Clostridium perfringens by colony-count technique

EN 856:2015+AC Rubber hoses and hose assemblies - Rubber-covered spiral wire reinforced hydraulic type - Specification 

prEN ISO 9514 rev Paints and varnishes - Determination of the pot life of multicomponent coating systems - Preparation and conditioning of samples and guidelines for testing 

EN 14214:2012+A2:2019 Liquid petroleum products - Fatty acid methyl esters (FAME) for use in diesel engines and heating applications - Requirements and test methods 

prEN ISO 13165-1 Water quality -- Radium-226 -- Part 1: Test method using liquid scintillation counting 

13001-3-2:2014+A1 Cranes - General design - Part 3-2: Limit states and proof of competence of wire ropes in reeving systems 

prEN ISO 13680 rev Petroleum and natural gas industries - Corrosion-resistant alloy seamless tubular products for use as casing, tubing, coupling stock and accessory material - Technical delivery conditions

prEN ISO 75-1 rev Plastics - Determination of temperature of deflection under load - Part 1: General test method 

prCEN ISO/TR 9241-100 Ergonomics of human-system interaction - Part 100: Introduction to standards related to software ergonomics 

prEN ISO 5361 rev Anaesthetic and respiratory equipment - Tracheal tubes and connectors 

prEN 4709-001 Aerospace Series - Unmanned Aircraft Systems - Product requirements and verification for the Open category 

prEN ISO 13165-2 Water quality -- Radium-226 -- Part 2: Test method using emanometry 

prEN ISO 638-2 Paper, board and pulps - Dry Matter content - Part 2: Liquid suspensions and gels 

prEN ISO 15213-3 Microbiology of the food chain – Horizontal method for the detection and enumeration of Clostridium spp. – Part 3: Detection of Clostridium perfringens 

prEN 13523-18 rev Coil coated metals - Test methods - Part 18: Resistance to staining 

prEN 15188 rev Determination of the spontaneous ignition behaviour of dust accumulations 

prEN ISO/ASTM 52910 Additive manufacturing — Design — Requirements, guidelines and recommendations 



prEN 12312-4 rev Aircraft ground support equipment - Specific requirements - Part 4: Passenger boarding bridges 

prEN ISO 15213-1 Microbiology of the food chain – Horizontal method for the detection and enumeration of Clostridium spp. - Part 3: Detection of Clostridium perfringens 

prEN ISO/ASTM 52909 Additive manufacturing - Post-processing methods - Standard specification for quality assurance and post processing of powder bed fusion metallic parts 

EN 15101-1:2013+A1 Thermal insulation products for buildings - In-situ formed loose fill cellulose (LFCI) products - Part 1: Specification for the products before installation 

prEN 1915-1 rev Aircraft ground support equipment - General requirements - Part 1: Basic safety requirements 

prEN ISO 80601-2-80 Medical electrical equipment - Part 2-80: Particular requirements for basic safety and essential performance of ventilatory support equipment for ventilatory insufficiency 

prEN ISO 18388 Technical product documentation (TPD) - Relief grooves - Types and dimensioning 

EN 16167:2018+AC:2019 Soil, treated biowaste and sludge - Determination of polychlorinated biphenyls (PCB) by gas chromatography with mass selective detection (GC-MS) and gas chromatography with electron

prEN 13892-2 rev Methods of test for screed materials - Part 2: Determination of flexural and compressive strength 

prEN 17372 Power operated pedestrian swing door drives with self-closing function – Requirements and test methods 

prEN ISO 80601-2-79 Medical electrical equipment -- Part 2-79: Particular requirements for basic safety and essential performance of ventilatory support equipment for ventilatory impairment 

EN ISO 6887-3:2017/prA1 Microbiology of the food chain - Preparation of test samples, initial suspension and decimal dilutions for microbiological examination - Part 3: Specific rules for the preparation of fish and fishery products 

prEN 71-4 rev Safety of toys - Part 4: Experimental sets for chemistry and related activities 

prEN ISO 27427 Anaesthetic and respiratory equipment - Nebulizing systems and components 

EN 13476-2:2018/prA1 

Plastics piping systems for non-pressure underground drainage and sewerage - Structured-wall piping systems of unplasticized poly(vinyl chloride) (PVC-U), polypropylene (PP) and polyethylene (PE) 

system, Type A 

prEN ISO 16534 Thermal insulating products for building applications — Determination of compressive creep 

prEN ISO 3382-3 rev Acoustics - Measurement of room acoustic parameters - Part 3: Open plan offices 

prEN 12312-9 rev Aircraft ground support equipment - Specific requirements - Part 9: Container/Pallet loaders 

EN 12150-1:2015+A1 Glass in building - Thermally toughened soda lime silicate safety glass - Part 1: Definition and description 

prCEN/TS 13388 rev Copper and copper alloys - Compendium of compositions and products 

prEN ISO 945-1 rev Microstructure of cast irons - Part 1: Graphite classification by visual analysis 

prEN ISO 13696 rev Optics and photonics - Test methods for radiation scattered by optical components 

prEN ISO 16546 Thermal insulating products for building applications — Determination of freeze-thaw resistance 

prEN ISO 29470 Thermal insulating products for building applications - Determination of the apparent density 

prEN ISO 5362 Anaesthetic and respiratory equipment - Reservoir bags 

EN 13476-3:2018/prA1 

Plastics piping systems for non-pressure underground drainage and sewerage - Structured-wall piping systems of unplasticized poly(vinyl chloride) (PVC-U), polypropylene (PP) and polyethylene (PE) 

and the system, Type B 

 


