Referenčna oznaka
N 60038:2011/prA2 (Fragment 2)
prCWA XXX
CLC/prTS 50491-7
CLC/prTS 50491-7
prEN 50561-1
prEN 50561-1
prEN 50561-3
prEN 50561-3
prEN 50561-4
prEN 50561-4
prEN 50561-5
prEN 50561-5
EN 55011:2016/prAB
EN 55011:2016/prAB
prEN IEC 60146-1-1
prEN IEC 60317-89
prHD 60364-7-711

Naslov
Amendment 2 - Standard voltages for HVDC supply and HVDC equipment (Proposed horizontal standard)
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methods of measurement - Part 1: Apparatus for in-home use
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Radio disturbance characteristics - Limits and methods of measurement Part 5: PLC in outdoor Photovoltaic (PV) sites
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(EN 50561)
Industrial, scientific and medical equipment - Radio-frequency disturbance characteristics - limits and methods of
measurement
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Semiconductor converters - General requirements and line commutated converters - Part 1-1: Specification of basic
requirements
Specifications for particular types of winding wires - Part 89: Polyesterimide enameled round aluminum wire, class
200
Low-voltage electrical installations - Part 7-711: Requirements for special installations or locations - Temporary
electrical installations for exhibitions and entertainment related purposes
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Low-voltage electrical installations - Part 7-711: Requirements for special installations or locations - Temporary
electrical installations for exhibitions and entertainment related purposes
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Insulating materials based on mica - Part 3: Specifications for individual materials - Sheet 7: Polyester film mica paper
with an epoxy resin binder for single conductor taping
Luminaires - Part 1: General requirements and tests
Medical electrical equipment - Part 2-57: Particular requirements for the basic safety and essential performance of
non-laser light source equipment intended for therapeutic, diagnostic, monitoring and cosmetic/aesthetic use
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Specification for plastic films for electrical purposes - Part 3:Specifications for individual materials - Sheet 3:
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Low-voltage switchgear and controlgear - Part 7-1: Ancillary equipment - Terminal blocks for copper conductors
Optical fibre cables - Part 1-308: Generic specification - Basic optical cable test procedures - Cable element test
methods - Ribbon residual twist test, Method G8
Arc welding equipment - Part 14: Calibration, validation and consistency testing
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Electromagnetic compatibility (EMC) - Part 3: Limits - Section 3: Limitation of voltage fluctuations and flicker in lowvoltage supply systems for equipment with rated current ≤ 16 A
Radio-frequency connectors. Part 10: R.F. coaxial connectors with inner diameter of outer conductor 3 mm (0.12 in)
with snap-on coupling - Characteristic impedance 50 ohms (Type SMB)
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Radio frequency connectors - Part 64: Sectional specification - RF coaxial connectors with 0,8 mm inner diameter of
outer conductor - Characteristic impedance 50 Ω (type 0,8)
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encircled flux measurement method
Fibre-optic communication subsystem test procedures - Part 4-5: Installed cabling plant - Attenuation measurement
of MPO terminated fibre optic cabling plant using test equipment with MPO interfaces
Fibre optic interconnecting devices and passive components - Basic test and measurement procedures - Part 2-38:
Tests - Sealing for fibre optic sealed closures and hardened connectors using air pressure
Safety of transformers, reactors, power supply units and combinations thereof - Part 2-3: Particular requirements and
tests for ignition transformers for gas and oil burners
Safety of transformers, reactors, power supply units and combinations thereof - Part 2-7: Particular requirements and
tests for transformers and power supply units for toys
Fibre optic connector interfaces - Part 13: Type FC-PC connector
Industrial communication networks - Profiles - Part 5-x: Installation of fieldbuses - Installation profiles for CPF x (x=2,
3, 6, 12, 21)
Measurement of DC magnetic, AC magnetic and AC electric fields from 1 Hz to 100 kHz with regard to exposure of
human beings - Part 1: Requirements for measuring instruments
Twist pitch measurement of practical superconducting wires - Twist pitch measurement method of NbTi and Nb3Sn
composite superconductors
All-or-nothing electrical relays - Tests and Measurements - Part 7-3: Relay coil properties
All-or-nothing electrical relays - Tests and Measurements - Part 7-6: Contact-circuit resistance (or voltage drop)
All-or-nothing electrical relays - Tests and Measurements - Part 7-21: Thermal Endurance
All-or-nothing electrical relays - Tests and Measurements - Part 7-37: Temperature rise at rated load
Electrical installations for lighting and beaconing of aerodromes - Particular requirements for series circuit power
supplies
Ultrasonics - Surgical systems - Measurement and declaration of the basic output characteristics
2 - Communication networks and systems for power utility automation - Part 7-3: Basic communication structure Common data classes
Electric vehicle conductive charging system - Part 1: General requirements
High frequency inductive components - Electrical characteristics and measuring methods - Part 1: Nanohenry range
chip inductor
Cores made of soft magnetic materials - Measuring methods - Part 3: Magnetic properties at high excitation level
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High-voltage switchgear and controlgear - Part 211: Direct connection between power transformers and gas-insulated
metal-enclosed switchgear for rated voltages above 52 kV
High-voltage switchgear and controlgear - Part 214: Internal arc classification for metal-enclosed pole-mounted
switchgear and controlgear for rated voltages above 1 kV and up to and including 52 kV
Fuel cell technologies - Part 3-202: Stationary fuel cell power systems - Performance test methods for small fuel cell
power systems that can be complemented with a supplementary heat generator for multiple units operation by an
energy management system
Dynamic modules - General and guidance
Lightning protection system components (LPSC) - Part 8: Requirements for components for isolated LPS
Dielectric and resistive properties of solid insulating materials - Part 2-3: Determination of relative permittivity and
dielectric dissipation factor (AC methods) - Contact electrode method for insulating films
Fibre optic interconnecting devices and passive components - Fibre optic connector product specifications - Part 1-10:
MPO-PC multimode connectors terminated on IEC 60793-2-10 category A1-OM2b to A1-OM5b fibre
Building intercom systems - Part 1-2: System requirements - Building intercom systems using the internet protocol (IP)
Measurement of internal electric field in insulating materials - Pressure wave propagation method
Connectors for DC-application in photovoltaic systems - Safety requirements and tests
Electrical energy storage (EES) systems - Part 5-1: Safety considerations for grid-integrated EES systems - General
specification
Electrical energy storage(ESS) systems Part 5-4 - Safety test methods and procedures for grid integrated EES systems Lithium ion battery-based systems
Household and similar electrical air cleaning appliances - Methods for measuring the performance - Part 1: General
requirements
Guide for installation procedures and tolerances of hydroelectric machines - Part 5: Bulb turbines and generators
Guide for installation procedures and tolerances of hydroelectric machines - Part 6: Vertical Pelton turbines
Multi-channel radio-frequency connectors - Part 2: Sectional specification for MQ4 series circular connectors
Live working - Hand protective devices against the thermal hazards of an electric arc - Part 2: Requirements
Portable multimedia equipment - Determination of battery duration - Part 2: Headphones and earphones with active
noise cancelling functions
Methodology for the Carbon Footprint calculation applicable to Lithium-ion batteries
Data container format for wearable sensor

