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prEN 6059-203 Aerospace series - Electrical cables, installation - Protection sleeves - Test methods - Part 203: Coverage 

prEN 3475-606 Aerospace series - Cables, electrical, aircraft use - Test methods - Part 606: Wicking Test on Textile Braid Insulation 

prEN 3475-806 Aerospace series – Cables, electrical, aircraft use - Test methods - Part 806: Attenuation 

prEN 4681-004 
Aerospace series - Cables, electric, general purpose, with conductors in aluminium or copper-clad aluminium) - Part 004: ADA family  Single and multicore assembly   
Product standard 

prEN 4681-003 
Aerospace series - Cables, electric, general purpose, with conductors in aluminium or copper-clad aluminium) - Part 003: AD family, Single, UV laser printable Product  
standard 

prEN 3475-408 rev Aerospace series - Cables, electrical, aircraft use - Test methods - Part 408: Fire resistance 

prEN 3475-805 Aerospace series – Cables, electrical, aircraft use - Test methods - Part 805: Characteristic impedance 

prEN 4681-002 rev Aerospace series - Cables, electric, general purpose, with conductors in aluminium or copper-clad aluminium) - Part 002: General 

prEN ISO 10012 rev Measurement management systems — Requirements for measurement processes and measuring equipment 

prEN ISO 2768 rev General tolerances 

prEN ISO 3325 rev Sintered metal materials, excluding hardmetals - Determination of transverse rupture strength 

prEN ISO 4491-1 rev Metallic powders - Determination of oxygen content by reduction methods - Part 1: General guidelines 

prEN ISO 5754 rev Sintered metal materials, excluding hardmetals — Unnotched impact test piece 

prEN 81-82 rev 
Safety rules for the construction and installation of lifts - Existing lifts - Part 82: Rules for the improvement of the accessibility of existing lifts for persons including persons 
 with disability 

prEN 81-83 Safety rules for the construction and installation of lifts — Existing lifts — Part 83: Rules for the improvement of the resistance against vandalism 

prEN ISO 7730 rev 
Ergonomics of the thermal environment - Analytical determination and interpretation of thermal comfort using calculation of the PMV and PPD indices and local thermal  
comfort criteria 

prEN ISO 9241-161 rev Ergonomics of human-system interaction - Part 161: Guidance on visual user-interface elements 

FprCEN ISO/TR 9241-311 Ergonomics of human-system interaction - Part 311: Application of ISO 9241-307: LCD screens for workstations (ISO/TR 9241-311:2022) 

prEN ISO 14880-4 rev Optics and photonics — Microlens arrays — Part 4: Test methods for geometrical properties 

prEN ISO 21254-1 rev Lasers and laser-related equipment — Test methods for laser-induced damage threshold — Part 1: Definitions and general principles 

prEN ISO 11554 rev Optics and photonics — Lasers and laser-related equipment — Test methods for laser beam power, energy and temporal characteristics 

prEN ISO 14880-2 rev Optics and photonics — Microlens arrays — Part 2: Test methods for wavefront aberrations 

prEN ISO 14880-3 rev Optics and photonics — Microlens arrays — Part 3: Test methods for optical properties other than wavefront aberrations 

prEN 12735-2 rev Copper and copper alloys - Seamless, round tubes for air conditioning and refrigeration - Part 2: Tubes for equipment 

prEN 17229 rev Fitness centres - Requirements for centre amenities and operation - Operational and managerial requirements 

prEN ISO 16946 rev Non-destructive testing - Ultrasonic testing - Specification for step wedge calibration block 



prEN ISO 2507-3 rev 
Thermoplastics pipes and fittings - Vicat softening temperature - Part 3: Test conditions for acrylonitrile/butadiene/styrene (ABS) and acrylonitrile/styrene/acrylic ester (ASA)  
pipes and fittings 

prEN ISO 2507-1 rev Thermoplastics pipes and fittings - Vicat softening temperature - Part 1: General test method 

prEN ISO 2507-2 rev 
Thermoplastics pipes and fittings - Vicat softening temperature - Part 2: Test conditions for unplasticized poly(vinyl chloride) (PVC-U) or chlorinated poly(vinyl chloride)  
(PVC-C) pipes and fittings and for high impact resistance poly (vinyl chloride) (PVC-HI) pipes 

prEN ISO 14460 rev Protective clothing for automobile racing drivers — Protection against heat and flame — Performance requirements and test methods 

prEN ISO 17491-3 rev Protective clothing — Test methods for clothing providing protection against chemicals — Part 3: Determination of resistance to penetration by a jet of liquid (jet test) 

prEN ISO 9185 rev Protective clothing - Assessment of resistance of materials to molten metal splash 

prEN ISO 6530 rev Protective clothing - Protection against liquid chemicals - Test method for resistance of materials to penetration by liquids 

prEN ISO 7944 rev Optics and optical instruments — Reference wavelengths 

prEN ISO 19979 Ophthalmic optics — Contact lenses — Hygienic management of multipatient use trial contact lenses 

prEN ISO 7921 ISO/CD 7921, Ophthalmic optics and instruments — Near vision charts 

prEN ISO 14705 rev Fine ceramics (advanced ceramics, advanced technical ceramics) - Test method for hardness of monolithic ceramics at room temperature 

prEN ISO 8871-5 rev Elastomeric parts for parenterals and for devices for pharmaceutical use — Part 5: Functional requirements and testing 

prEN 15301-1 rev Surfaces for sports areas - Part 1: Determination of rotational resistance 

prEN ISO/IEC 2382-37 rev Biometrics multilingual vocabulary based upon the English version of ISO/IEC 2382-37:2012 

prEN 12697-2 rev Bituminous mixtures - Test methods - Part 2: Determination of particle size distribution 

prEN 12697-35 rev Bituminous mixtures - Test methods - Part 35: Laboratory mixing 

prEN 12697-16 rev Bituminous mixtures - Test methods - Part 16: Abrasion by studded tyres 

prCEN/TS 12697-51 rev Bituminous mixtures - Test methods - Part 51: Surface shear strength test 

prCEN/TS 12697-52 rev Bituminous mixtures - Test methods - Part 52: Conditioning to address oxidative ageing 

prEN 17339 rev Transportable gas cylinders - Fully wrapped carbon composite cylinders and tubes for hydrogen 

prEN 17533 rev Gaseous hydrogen - Cylinders and tubes for stationary storage 

prEN ISO 23196 Water quality - Calculation of biological equivalence (BEQ) concentrations 

prEN ISO 20236 rev 
Water quality - Determination of total organic carbon (TOC), dissolved organic carbon (DOC), total bound nitrogen (TN b) and dissolved bound nitrogen (DN b) after high  
temperature catalytic oxidative combustion 

prEN ISO 527-4 rev Plastics - Determination of tensile properties - Part 4: Test conditions for isotropic and orthotropic fibre-reinforced plastic composites 

prEN ISO 60 rev Plastics - Determination of apparent density of material that can be poured from a specified funnel 

prEN ISO 527-2 rev Plastics — Determination of tensile properties — Part 2: Test conditions for moulding and extrusion plastics 

prEN 13341 rev Static thermoplastic tanks for above ground storage of liquid fuels at atmospheric pressure - Product characteristics and test methods 

prEN ISO 61 rev Plastics - Determination of apparent density of moulding material that cannot be poured from a specified funnel 



prEN ISO 13802 rev Plastics — Verification of pendulum impact-testing machines — Charpy, Izod and tensile impact-testing 

prEN ISO 75-3 rev Plastics — Determination of temperature of deflection under load — Part 3: High-strength thermosetting laminates and long-fibre-reinforced plastics 

prEN ISO 10350-1 rev Plastics — Acquisition and presentation of comparable single-point data — Part 1: Moulding materials 

prEN 1998-1 rev Eurocode 8 – Design of structures for earthquake resistance – Part 1-2: Buildings 

prEN 1930 rev Child use and care articles - Safety barriers - Safety requirements and test methods 

prEN 16431 rev Railway applications - Track - Hollow sleepers and bearers 

prEN 12082 rev Railway applications - Axleboxes - Performance testing 

prEN 16730 rev Railway applications - Track - Concrete sleepers and bearers with under sleeper pads 

prEN 14385 rev Stationary source emissions - Determination of the total emission of As, Cd, Cr, Co, Cu, Mn, Ni, Pb, Sb, TI and V 

prEN ISO 16610-31 rev Geometrical product specifications (GPS) - Filtration - Part 31: Robust profile filters: Gaussian regression filters 

prEN ISO 16610-21 rev Geometrical product specifications (GPS) - Filtration - Part 21: Linear profile filters: Gaussian filters 

prEN ISO 25178-604 rev Geometrical product specifications (GPS) - Surface texture: Areal - Part 604: Nominal characteristics of non-contact (coherence scanning interferometry) instruments 

prEN ISO 25178-601 rev Geometrical product specifications (GPS) - Surface texture: Areal - Part 601: Nominal characteristics of contact (stylus) instruments 

prEN ISO 14405-1 rev Geometrical product specifications (GPS) - Dimensional tolerancing - Part 1: Linear sizes 

prEN ISO 25178-602 rev Geometrical product specifications (GPS) - Surface texture: Areal - Part 602: Nominal characteristics of non-contact (confocal chromatic probe) instruments 

prEN ISO 25178-603 rev Geometrical product specifications (GPS) - Surface texture: Areal - Part 603: Nominal characteristics of non-contact (phase-shifting interferometric microscopy) instruments 

prEN ISO 25178-605 rev Geometrical product specifications (GPS) - Surface texture: Areal - Part 605: Nominal characteristics of non-contact (point autofocus probe) instruments 

prEN ISO 18847 rev Solid biofuels — Determination of particle density of pellets and briquettes 

EN ISO 7301:2022/prA1 Rice - Specification - Amendment 1 

prEN ISO 18708 Solid recovered fuels - Determination of bulk density 

prCEN ISO/TS 23359 Nanotechnologies -- Chemical characterization of graphene in powders and suspensions 

EN 14734:2022/prAC Durability of wood and wood-based products - Determination of treatability of timber species to be impregnated with wood preservatives - Laboratory method 

prEN ISO 22300 rev Security and resilience - Vocabulary 

prCEN ISO/TS 23406 rev 
Nuclear sector - Requirements for bodies providing audit and certification of quality management systems for organizations supplying products and services important to  
nuclear safety (ITNS) 

prEN ISO 52940 Additive manufacturing of ceramics -- Feedstock materials -- Characterization of ceramic slurry in vat photopolymerization 

prEN ISO 18227 rev Environmental solid matrices — Determination of elemental composition by X-ray fluorescence 

prEN ISO 13196 rev Soil quality — Screening soils for selected elements by energy-dispersive X-ray fluorescence spectrometry using a handheld or portable instrument 

prEN 17399 rev Algae and algae products - Terms and definitions 



prEN ISO 9680 rev Dentistry - Operating lights 

prEN ISO 19490 rev Dentistry - Sinus membrane elevator 

prEN ISO 6876 rev Dentistry - Endodontic sealing material 

prEN ISO 10477 rev Dentistry — Polymer-based crown and veneering materials 

prEN ISO 21672-1 rev Dentistry - Periodontal probes - Part 1: General requirements 

EN ISO 1942:2020/prA1 Dentistry - Vocabulary - Amendment 1 

prCEN/CWA XXX Valorization of light hydrocarbons. One-pot method for the preparation of nanocatalysts for non-oxidative dehydrogenation (nODH) of light alkanes 

prCWA Guidelines for design of advanced Human - Robot Collaborative cells in personalized Human - Robot Collaborations systems 

prCWA 17938 Biomechanical risk assessment: Guideline for introducing and implementing real-time instrumental-based tools for biomechanical risk assessment 

prEN ISO 642 rev Steel — Hardenability test by end quenching (Jominy test) 

prEN 10335 rev 
Steel for packaging - Flat steel products intended for use in contact with foodstuffs, products or beverages for human and animal consumption - Non alloyed electrolytic  
chromium/chromium oxide coated steel 

prEN 10333 rev Steel for packaging - Flat steel products  intended for use in contact with foodstuffs, products and beverages for human and animal consumption - Tin coated steel (tinplate) 

prEN 10334 rev 
Steel for packaging - Flat steel products intended for use in contact with foodstuffs, products and beverages for human and animal consumption - Non-coated steel  
(blackplate) 

 


